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A HOT APPLIED POLYMER MODIFIED SYNTHETIC ASPHALT
COMPOUND INCORPORATING GRADED SAND AND GRANITE
AGGREGATES, REINFORCED WITH TWO TYPES OF FIBERS

WITH INTEGRAL COLOR THROUGHOUT.

IMPRINT SURFACING SYSTEM:
IMPRINT GROUT LINE:

MIN. DEPTH 1/4"

PATTERN AS PER SPECIFICATION

y

1/26/2012 2:13 PM, EZELAZNY, K:\J0BS03\03C667\DWG\DNO3C667X01.DWG.DN-2 24X36 NTS.
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COMPACTED TO 95% MAX. DRY DENSITY
PROCESSED AGGREGATE PER ASTM D1557 KRR RN :

EXISTING ASPHALT:
PATCHING AND CRACK FILING WHERE REQUIRED THEN
TACK COATED PRIOR TO PLACING NEW ASPHALT

SECTION VIEW

6" PROCESSED STONE BASE

TEST SAMPLE:
CONTRACTOR SHALL PROVIDE A 6'x6° CONSTRUCTED
SAMPLE OF DECORATIVE PAVEMENT FOR EACH COLOR,
AND PATTERN FOR APPROVAL BY ENGINEER.

CONCRETE DUMPSTER PAD NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. OWNER OR ENGINEER SHALL APPROVE PATTERN AND TEXTURE PRIOR TO INSTALLATION.
3. OWNER OR ENGINEER SHALL APPROVE COLOR PRIOR TO INSTALLATION.
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A LIGHT COAT OF ASPHALT
EMULSION (TYP.)
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